
197 SERIES

TECHNICAL SPECIFICATIONS

GEAR WIDTH [in]

Small to Medium displacement sleeve bushing pump and motor

SPECIFICATIONS

Series Type

Bushing197

Frame Size

Sm.-Med.

Displacement

0.99 -3.94

Max RPM

2400

Max PSI

40004.5-17

GPM @
1000RPM

PUMP PERFORMANCE CHART [gpm]
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1.7	 2.5	 3.3	 4.2	 5.6	 6.8	 8.2	 —	 —	 —	 —

—	 —	 5.1	 6.5	 8.2	 9.8	 11.4	 —	 —	 —	 —

—	 —	 7	 9.1	 11.1	 12.9	 14.8	 —	 —	 —	 —

4.3	 6.5	 8.7	 11.1	 13.8	 15.8	 18.4	 —	 —	 —	 —

—	 —	 10.5	 13.6	 16.3	 19.1	 21.8	 —	 —	 —	 —

—	 —	 12.2	 15.9	 18.8	 21.9	 25.3	 —	 —	 —	 —

7	 10.5	 14.1	 17.8	 21.2	 24.9	 28.7	 —	 —	 —	 —

—	 —	 15.8	 19.8	 23.5	 27.7	 31.7	 —	 —	 —	 —

—	 —	 17.4	 21.8	 25.9	 30.5	 34.8	 —	 —	 —	 —

—	 —	 19	 23.7	 28.2	 33.3	 38.1	 —	 —	 —	 —

					     2400		  —	 —	 —	 —

0.99	 1.48	 1.97	 2.46	 2.96	 3.45	 3.94	 —	 —	 —	 —

16.20	 24.30	 32.30	 40.30	 48.50	 56.50	 64.60	 —	 —	 —	 —

	       4000		  3750	 3500	 3250	 —	 —	 —	 —
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Max RPM

Displacement (in^3)

Displacement (cc)

Max Operating PSI



1500 Frost Road P.O. Box 2068
Streetsboro, Ohio 44241
Phone 330.626.2801· Fax 330.626.2805
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197 SERIES

DIMENSIONAL DATA
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GEAR WIDTH [in]

MOTOR PERFORMANCE CHART

DISCLAIMER Consult your Permco Representative or the factory for operation below 600 or above 2400 RPM and 
temperatures above 180° F. Oil Viscosity: 150 SUS (32.1 cSt.) at 100° F (37.8° C) | Oil Temperature: 150° F (65.5° C)

Version 1.0 : Permco 2012
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SINGLE UNIT

MULTIPLE UNIT

	

10.1	 1051	 12.4	 1307	 14.8	 1582	 17.1	 1708	 18.7	 1796

12.8	 1049	 15.8	 1306	 18.7	 1575	 21.7	 1711	 24	 1793

15.5	 1042	 19.2	 1298	 22.7	 1571	 26.3	 1706	 29.3	 1776

18.2	 1037	 22.5	 1281	 26.7	 1553	 31	 1694	 34.6	 1751

20.8	 1025	 25.9	 1270	 30.7	 1543	 35.6	 1674	 39.9	 1727

23.5	 1014	 29.2	 1253	 34.8	 1527	 40.3	 1664	 45.4	 1703

26.2	 1010	 32.6	 1237	 38.7	 1511	 44.9	 1646	 50.7	 1669

28.9	 997	 36	 1218	 43	 1501	 49.7	 1633	 56	 1644

       		         3500			          3250	       3000	

  1	              1 1/4	               1 1/2		  1 3/4		    2	

	   Flow	 Torque	 Flow	 Torque	 Flow	 Torque	 Flow	 Torque	 Flow	 Torque   	
(GPM)	  (in-lb)     (GPM)	  (in-lb)     (GPM)	  (in-lb)     (GPM)	  (in-lb)     (GPM)	  (in-lb)     
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